References

Clemmens, A.J. Personal communication.
Linderman and Stegman, 1969. Seasonal Variation of Hydraulic Parameters and their Influence upon Surface Irrigation Application Efficiency. ASAE paper no 69-.715.

135


Index

Adequacy (evaluation variable), 33
   see also Performance

Advance
   curve, 12
   phase, 12
   time ratio, 33
   time, 12

Application
   efficiency, 31, 33, 35
   see also Irrigation efficiency, see also Performance
time, see Cutoff time

Applied depth, see Depth, applied

Average infiltrated depth, see Depth, average infiltrated

BASCAD (computer program), 17, 18, 39

BASDEV, 3, 39, 40, 51
   assumptions, 61
   calculation mode, 52
   cutoff time, 53
dimensions, 53
   minimum depth, 53
   data entry, 54
decision variables,
   basin dimensions, 56
cutoff time, 56
   flow rate, 56
   output, 57
error messages, 59
field parameters, 54
   infiltration, 54
   Manning's roughness coefficient, 55
   required depth, 55
input
   ranges, 56
   windows, 54
limitations, 61
menu structure, 51
output window, 57
   program usage, 62
sample problems, 63
   spreadsheet file, 51

sub menu
   calculation, 52
   files, 51
   infiltration, 52
   units, 51
text file, 51
   user manual, 51

Basic infiltration rate, see Infiltration, Rate, basic

Basin, see Level basin

BASIN (computer program), 18

BISDEV (computer program), 18, 39

BORDER (computer program), 18

Border, see also BORDEV, see also Level border
   irrigation, 9, 116
   strips, 9

BORDEV, 18, 39, 67
   assumptions, 77
calculation mode, 68
cutoff time, 69
dimensions, 69
   flow rate, 69
   minimum depth, 69
data entry, 70
decision variables,
   advance ratio, 73
   border dimensions, 72
cutback ratio, 73
cutoff time, 72
   flow rate, 72
   length/width ratio, 72
   output, 74
tailwater reuse ratio, 73
error messages, 76
field parameters, 70
   field slope, 71
   infiltration, 70
   Manning's roughness coefficient, 71
   required depth, 71
input
   ranges, 73
windows, 70
limitations, 77
menu structure, 67
output window, 74
program usage, 79
sample problems, 79
spreadsheet file, 67
submenu
calculation, 68
files, 67
infiltration, 68
operation, 67
units, 68
text file, 67
user manual, 67

BRDRFLW (computer program), 17

Check border, 10
see also Border irrigation,
see also Border strips

CRIWAR (computer program), 28

CROPWAT (computer program), 28

Cumulative infiltrated depth, see Depth,
Cumulative infiltrated

Cutback, 11, 15, 61
flow rate, 32
method, 15
ratio, 32, 73, 93

Cutoff time, 12, 32
See also BASDEV, BORDEV, FURDEV

Decision variables, 19, 21, 30, 56, 72, 93
See also BASDEV, BORDEV, FURDEV

Deep percolation
deep percolation
ratio, 35, 36

Depletion
phase, 13
time, 13

Depth,
applied, 33
average infiltrated, 34
cumulative infiltrated, 22, 23
deep percolation, 34, 36
actual infiltrated, 14
maximum infiltrated, 35
minimum infiltrated, 35, 37
required, 14, 28, 33
storage, 34
surface runoff, 34, 35
target, 14, 33
water layer, 33

Design (of surface irrigation systems), 2, 16,
17, 18, 107, 109, 116, 119, 125, 128

Distribution uniformity, see Uniformity,
distribution

Drip irrigation, 2

Dyked-end border, 9
see also Check border

Efficiency (evaluation variable), 33
see also Application efficiency,
see also Irrigation efficiency,
see also Performance.

Erosion, 11, 21, 28, 31, 71, 90, 91

Evaluation (of surface irrigation systems), 3,
18, 19

Evaluation variable, 21, 33, see also
Efficiency

Field
capacity, 28
dimensions, 30
measurements of infiltration, see
Infiltration, field
measurements
parameters, 19, 21
slope, 7, 21, 28

FISDEV (computer program), 18, 39

Flow, see also BASDEV, BORDEV, FURDEV
rate, 7, 11, 14, 15, 30, 31
resistance, 7, 27, 30, 55, 71, 90
see also Roughness

Flume, 31

FURDEV, 18, 39
assumptions, 99
calculation mode, 88
cutoff time, 88
flow rate, 88
furrow length, 88
minimum depth, 89

High rainfall intensities, 8

data entry, 89

Hydraulic

decision variables, 93

phases, 12

advance ratio, 94

radius, 30

cutback ratio, 93

Hydrodynamic model, see Model, hydro-
cutoff time, 93
dynamic

flow rate, 93

Infiltrated depth, see Depth, actual infiltrated

furrow length, 93

Infiltration

output, 95
characteristics, 21

tailwater reuse ratio, 94
field slope, 91

equal opportunity time, 14
field parameters, 90
profiles, 35
see also BASDEV, BORDEV,
rate, 4, 22, 23
FURDEV
rate, basic, 23
field slope, 91
rate, instantaneous, 22
furrow geometry, 91

Infiltration method, 26
furrow spacing, 91

Instantaneous infiltration rate, see
infiltration, rate, instantaneous
Manning’s roughness

rates, 94

Coefficient, 90
required depth, 90
non-erosive velocity, 90
input

required depth, 90
ranges, 94
windows, 89
limitations, 99

Irrigation, see also Surface irrigation
field slope, 91

application efficiency, see Application
furrow geometry, 91
efficiency
field parameters, 90
profiles, 35
see also BASDEV, BORDEV,
rates, 94
FURDEV

Intake families,
field parameters, 90
modified SCS intake families, 24, 29
field slope, 91
SCS intake families, 23, 25
furrow geometry, 91
Time rated intake families, 25
furrow spacing, 91

Infiltration
infiltration, rate, basic, 23
Manning’s roughness
infiltration, rate, instantaneous, 22
field slope, 91
non-erosive velocity, 90

Infiltration

required depth, 90
non-erosive velocity, 90
input

required depth, 90
ranges, 94
windows, 89
limitations, 99

Intake families,
field slope, 91
modified SCS intake families, 24, 29
field parameters, 90
SCS intake families, 23, 25
Time rated intake families, 25

Irrigation, see also Surface irrigation
application efficiency, see Application

Intake families,
efficiency
modified SCS intake families, 24, 29
SCS intake families, 23, 25
Time rated intake families, 25

Irrigation, see also Surface irrigation
application efficiency, see Application
efficiency

Kostiakov-Lewis equations, 22, 23, 24, 25

Kostiakov equation, 22, 23, 24, 25

Kostiakov-Lewis equations, 22, 23, 24, 25

Lag time, see Depletion time

Level

basin, 3, 8, 12, 13, 37, see also BASDEV
border, 8, see also Border irrigation,
Border strips

Limitations, 99

Menu structure, 85

Output window, 95

Program usage, 101

Sample problems, 101

Spreadsheet file, 85

Submenu
calculation, 88
iles, 85

go operation, 85

parameters,
infiltration, 86

geometry, 87

units, 86

text file, 85

User manual, 85

Furrow, see also FURDEV
growth, 29

irrigation, 11, 21, 23, 29, 125

spacing, 21, 29, 30

Furrowed basins, 10

see also Furrow irrigation

Graded

borders, 9, 13, 28

see also Border irrigation

furrows, 10, 13, 29

see also Furrow irrigation

High rainfall intensities, 8

Hydraulic

phases, 12

radius, 30

Hydrodynamic model, see Model, hydro-

dynamic

Infiltrated depth, see Depth, actual infiltrated

Infiltration
characteristics, 21

field measurements, 25

opportunity time, 14

profiles, 35

rate, 4, 22, 23

rate, basic, 23

rate, instantaneous, 22

Infiltration method, 26

Instantaneous infiltration rate, see

Infiltration, rate, instantaneous

Irrigation, see also Surface irrigation

application efficiency, see Application

efficiency

Kostiakov-Lewis equations, 22, 23, 24, 25

Kostiakov equation, 22, 23, 24, 25

Kostiakov-Lewis equations, 22, 23, 24, 25

Lag time, see Depletion time

Level

basin, 3, 8, 12, 13, 37, see also BASDEV

border, 8, see also Border irrigation,
Low-quarter distribution uniformity, see Uniformity, low-quarter distribution uniformity

Manning, 27
see also Roughness, BASDEV, BORDEV, FURDEV

Maximum infiltrated depth, see Depth, maximum infiltrated

Maximum non-erosive velocity, 29
see also Erosion,
see also Non-erosive velocity

Maximum permissible inflow, 29
see also Erosion

Minimum infiltrated depth, see Depth, minimum infiltrated

Model, modeling
hydrodynamic, 3, 17
inverse use of simulation model, 26
kinematic wave, 3, 17
volume balance, 3, 17, 26, 39
zero-inertia, 3, 17, 39

Net opportunity time, see Time, Net opportunity

Non-erosive velocity, 28
see also Erosion,
see also Maximum non-erosive velocity

Operation (of surface irrigation systems), 2, 12, 15, 19

Over-irrigation, 35

Performance, 10, 12, 19, 33, 37
see also Application efficiency indicator, 19, 33

Phases, see Hydraulic phases

Point inlet, 31, 61

Ponding phase, 12

Pressurised irrigation systems, 1, 2

RBC flumes, see Flumes

Readily available moisture content, 28

Recession
curve, 13, 15
phase, 13
time, 13

Recovery method, see Tailwater reuse method

Required
depth, see Depth, required
time, see Time, required

Reuse, see Tailwater reuse

Roughness, 21, 27

Runoff, 9, 11, 12, 14, 15, 26, 31, 32, 34, 35
see also Surface runoff losses, 16

SCS intake families, see Intake families

Siphon, 31, 61, 72

SIRMOD (computer program), 18

Soil
infiltration characteristics, see
Infiltration characteristics
moisture holding capacity, 28

Sprinkler irrigation system, see Sprinkler

Sprinkler, 1, 2

Storage
depth, see Depth, storage
efficiency, 33
phase, see Ponding phase

Subsurface irrigation, 2

SURDEV,
calculation modes, 41
data entry, 43
files, 46
hardware requirements, 39
installation procedure, 39
function keys, 40, 41
output, 44
spreadsheet file, 41, 47
text file, 41, 47
units, 48
SURFACE (computer program), 18

Surface irrigation, 1, 2, 7, 12, 14, 16, 21
   see also Border irrigation,
   see also Furrow irrigation,
   see also Level basin

Surface roughness, see Roughness

Surface runoff, see Runoff

Surface runoff ratio, 35
   See also Runoff

Surge flow, 1, 16

SURMOD (computer program), 18

Tailwater reuse
   method, 15
   ratio, 32

Target depth, see Depth, target

Time
   net opportunity, 14
   required, 14
   rated intake families, see Intake families

Trickle irrigation, see Drip irrigation

Under-irrigation, 34, 35, 60

Uniformity (evaluation variable), 11, 15, 33, 36
   coefficient, 37
   distribution uniformity, 33, 37
   low-quarter distribution uniformity, 37

Volume balance model, see Model, Volume balance

Water layer depth, see Depth, water layer

Wetted perimeter, 30, 92, 100, 132

Wilting point, 28

Zero-inertia model, see Model, Zero-inertia

141